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DESCRIPTION

SMD LINE is a VARONALEDS patented design that combines the high performance of a 
high power linner with the price of a SMD bar. The developement of elliptic lenses for SMD 
chips from CREE allows this luminaire to focus the light beam, creating a spectacular effect. 
The new SMD.LINE4 can also be installed in continous lines.

MATERIALS

Aluminum alloy housing
4mm tempered glass
Akzo Nobel powder coating

S M D . L I N E 4

architectural and decorative 
LED lighting guide

SMD Projector Series

TECHNICAL

CREE SMD LEDs

IP66 SMD 0.3W

1250lm

24Vdc

-35ºC/50ºC

INFO 
MORE LANGUAGES

www.varonaleds.com/arq_catalogue/SMDLINE4.pdf
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DIMENSIONS

REFERENCE

Reference
VL-6050-C
VL-6051-RGB

Series
SMD.LINE4
SMD.LINE4

Voltage
24 Vdc
24 Vdc

Power
11 W
10 W

Color
C

RGB

LED Qty.
48 pcs
48 pcs

OPTICS

Control
-

DMX512

1000mm 35,99mm

35,81
41,61

8x30º

57,50m
m

83,61m
m

47
,8

6

34mm

COLORS

Code: WW
3000K
Code: NW
4500K 
Code: CW
6000K

Code: R
750nm
Code: G
750nm

Code: RGB
DMX512

Code: B
750nm
Code: Y
750nm




